REF. NO: MPCL 95 CAT. PG68 REVISION
C.ON | sym DESCRIPTION DATE| brRAWN|APPRD
GENERAL:
MODEL CPP-60 IS A CONDUCTIVE PLASTIC POTENTIOMETER THAT FEATURES
THE HIGHEST ACCURACY IN ALL OF MIDORI "GREEN POT" LINES. THE UNIT IS
SUITABLE FOR APPLICATIONS REQUIRING ULTRA HIGH PERFORMANCE IN
ACCURACY AND RELIABILITY. ﬂ
ELECTRICAL SPECIFICATIONS:
ELECTRICAL ANGLE: 355° 26 3528
TOTAL RESISTANCE: 1k, 2k, 5k, 10k and 20k OHMS
TOTAL RESISTANCE TOLERANCE: +15% 62 II— — -
LINEARITY (INDEPENDENT): 10.05% ( £0.02% AVAILABLE)
REPEATABILITY: +0.003%
POWER RATING: 4 WATTS @70°C
INSULATION RESISTANCE : 100 meg OHMS MIN. @ 1,000 Vdc
DIELECTRIC STRENGTH: 1,000 Vrms @50/60 Hz for 1 MINUTE
- T -
MECHANICAL SPECIFICATIONS: 13—
MECHANICAL ANGLE: 360° —=i3=—
TORQUE: 24 g-cm ( 0.33 in-0z ) MAX. 27.5 191 —  FIGURE 1 OUTLINE DIMENSION
WEIGHT: 170 g (6 0z ) NOM.
LIFE: 10 MILLION CYCLES MIN. N 070 (2.756")
GANGING: 2 MAX. / :
bz b\\ M3 TYP.
ENVIRONMENTAL SPECIFICATIONS: . \ 120° SPACING
OPERATING TEMPERATURE: -40°C to +120°C i |
VIBRATIONS: 15 Gs, 2,000 Hz \ '
SHOCK: 50Gs, 11 mS N
. 957.21 0000 cw
. 2.252")
—O— ANEL CUTOUT
FIGURE 2 MOUNTING DIMENSION
FIGURE 3 WIRING DIAGRAM
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