10739 REFERENCE: MPLC 92 CATALOG P.74 REVISION
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FIGURE 1 OUTLINE DIMENSION 30
SPECIFICATIONS
MODEL NO.: ® LP-50F-61 LP-100F LP-150F LP-200F LP-250F LP-300F LP-400F
ELECTRICAL STROKE : 50 mm 100 mm 150 mm 200 mm 250 mm 300 mm 400 mm
MECH. STROKE (M ): () 53 £2 mm 103 2 mm 153 £2 mm 203 £2 mm 253 +2 mm 303 2 mm 403 2 mm
RESISTANCE in kOHMS (£20%): 05,1,2,5 0.5,1,2,5,10 1,2,5,10 1,2,5,10,20 2,5,10, 20, 30 2, 5,10, 20, 30 5,10
POWER RATING: 1.5W@70°C 25W @ 70°C 3aw@roc 4W @ 70°C 4W@70°C 4W @ 70°C 45W@70°C
HOUSING LENGTH (L1): 88+1 mm 1381 mm 1881 mm 23841 mm 28841 mm 33841 mm 438+1 mm
MTG HOLES SPACING (L3 ): 74+1 mm 12411 mm 17411 mm 22411 mm 27411 mm 324.11 mm 424.11 mm
a2 INDEPENDENT LINEARITY: +0.5% +0.3% 0.39 +0.3% +0.3% +0.3% £0.1%
(£0.2% AVAILABLE)  (£0.1% AVAILABLE)  (£0.1% AVAILABLE)  (x0.1% AVAILABLE)  (£0.1% AVAILABLE)  (£0.1% AVAILABLE)
OUTPUT SMOOTHNESS : 0.1% MAX.
INSULATION RESISTANCE: 100 meg OHMS MIN. @ 500 Vdc DRAWN DATE
DIELECTRIC STRENGTH: ©500 Vims @ 50/60 Hz for 1 MINUTE Is‘;"é'ﬁ:no;:i':gf’i T. TSUGAWA l11/19192) SPECIFICATION DWG
OPERATING TEMPERATURE: -40°C to +125°C ARE IN mm(in). CHECKED PATE FOR
TEMPERATURE COEFFICIENT: +400 ppm/°C MAX. TOLERANCES: [APPROVED DATE MODEL LP-xxxF
FRICTION: 100 g MAX. ANGLES: ~ £1.5°
<10mm: $0.25 APPROVED DATE LINEAR POTENTIOMETER A_MAC_B35 D
<100 mm: 0.5
>100 mm: 1 SCALE: FILE: LP-soxxE 1_OF 1
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