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Contactless Inclination

m DIMENSION | (mm)
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Harness
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m FEATURES |
av Output Y
. . . . . ORO BuleO
O Contactless inclination sensor, set 2pices of PMP-S10HT in ISR = [ ﬁ
an alminum die-casting housing Tube (Black) > oD Output X
O X and Y axis inclination sensing capability = Name Plate  comeoer (fo . S B
0 Dripproof: IP65 . Housing :174259-2
0 Long useful life ¢ SenlProtector 1727461
9 0-¢65 Double-Lok Plate  :174260-7
Y-Axis X-Axis
m Electrical Specifications A0 TN #1077 100
Electrical Tilt Angle + 107 é l_; i L.
Tilt Sensitivity 0.02 MAX. Ue) & —— g
Output Range 1000 900 Vin direction I‘\@ R 3
Index Point 50+ 20 Vin (down) (I
Zero-Based’ Lin. + 10FS’ | |
T 1 ]
Input Voltage DC5+ 0.5V ; 1 \ aﬁL
Load Resistance 10kQ MIN.
Supply Current 20mA MAX. = MOUNTING |
Insulation Resistance DC50VO 100MQ MIN.
Temp. Characteristics 0° Position + 1U - _ @
0-20°C0 80°CO R 0
Based Temp. 25°C + 10° Position *+ 1.5 0-mo ‘ 76 ‘
Oover = 20° angle, linearity is 1.5° FS ‘ ‘
m SCHEMATIC |
m Mechanical Specifications
O ®A v ® =RED
Mechanical Angle + 12 MIN. } oND I pes: 0.5v
Response Time Approx. 0.5 sed] Damper Oil 1,000cst] ® ;Output X =BLACK
Weight Approx. 230g @ Output Y @ =whire
x ® (®) =BLUE

m Enviromental Specifications

Vibration 70m/s? 3axis 2hours
Shock 1,000m/s? 6axis 3times
EMS 100V/m, 200MO 1GHz
Operating Temp. -200 800
Storage Temp. -400 800
ESD(Casel] Each Terminal) + 4kV
ESD(Each Terminal) + 4kV
IP Level IP65
OPTIONS

O Electrical Tilt Angle: + 5° O+ 20° O+ 30°
O Available with different electrical angel on X and Y axis
O Available with X-axis only

Temp. Characteristics of special Elect. angle

Elect. angle PMP-S5HT PMP-S20HT PMP-S30HT
At 0° 1.0° 2.5° 2.5°
At+ X° 1.5° 2.5° 3.0°

X°O max. tilt angle
Temp. Rangel -200 80°C1 Ref. Temp.25°CO
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1 OUTPUT CHARACTERISTICS |

Output X and Y
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Output Voltage(%)

Elect. angle( d )

-10 0 +10 Tilt Angled O °O

@ HANDLING INSTRUCTION

O This product may be damaged by extreme shock such as
dropping on the floor and storing sideways.

0 This product may be influenced from external magnetic field
of apparatus which generates a magnetic field.

0 Use this sensor in the place where is protected from ESD.

0 Silicom damper oil is filled in the housing.

J Response time is step response time at room temperature.
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